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PERFORMANCE SPECIFICATION

RELAYS, SOLID-STATE, GENERAL SPECIFICATION FOR

This supplement forms a part of MIL-PRF-28750D,
dated 1 February 1999.

SPECIFICATION SHEETS

MIL-R-28750/5 - Relay, Solid-State, Hermetically Sealed, Class II, Isolated, ±50 mA, ±40 V, AC
or DC, Analog Signal Switching, SPST (N.O.).

MIL-R-28750/6 - Relay, Solid-State, Hermetically Sealed, Class II, Isolated, 250 mA, 40 V DC,
Signal Switching, SPST (N.O.).

MIL-R-28750/7 - Relay, Solid-State, Hermetically Sealed, Class II, Isolated, 100 mA, 250 V DC,
Signal Switching, SPST (N.O.).

MIL-PRF-28750/8 - Relay, Solid-State, Hermetically Sealed, Class II, Optically Isolated, 600 mA,
50 V DC, Signal Switching, SPST (N.O.).

MIL-PRF-28750/9 - Relay, Solid-State, Hermetically Sealed, Class II, Optically Isolated, Zero
Voltage Turn-on, 1 Ampere (2 Amperes with Heat Sink), 400 Hz, Power
Switching, SPST (N.O.).

MIL-PRF-28750/10 - Relay, Solid-State, Sealed, Class I, Optically Isolated, Zero Voltage Turn-on,
25 Amperes, 250 V maximum, 400 Hz, Power Switching, SPST (N.O.).
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